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INSTRUCTIONS

1. The preparing activity must complete blocks 1,2, 3, and 8. In block 1, both the document number and revision
letter should be given.

2. The submitter of this form must complete blocks 4, 5, 6, and 7.

3. The preparing activity must provide a reply within 30 days from receipt of the form.

NOTE: This form may not be used to request copies of documents, nor to request waivers, or clarification of
requirements on current contracts. Comments submitted on this form do not constitute or imply authorization to
waive any portion of the referenced document(s) or to amend contractual requirements.

| RECOMMEND A CHANGE: 1. DOCUMENT NUMBER Z. DOCUMENT DATE (Y YMMDD)
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3. DOCUMENT TITLE - NITFS Certification Test & Evaluation Program Plan

2. NATURE OF CHANGE (aentny paragrapn numper ano Meiuae proposed Tewime, T possiole. Atach exira sneets as neeoed.)
Page 5-22 and C-10, Paragraphs 5-15 and Table C-5

See attached sheet

5. REASON FOR RECOMMENDATION
MIL-STD 2500A allowsthe values"STA" (standard ASCII), “MTF" (US Message Text Format) and "OTH"
(other) in the text format field (TXTFMT) of the text data subheader. JEO Circular 9008, which specifies
certification requirements, currently restricts the text format field to "STA" for CLEVELS 1-6 (p. C-10).

It is desired to disseminate Graphical Situation Display (GSD) data using the NITF for point-to-point and
broadcast channels. GSD data records will be contained in the Graphical Reporting (GRAPHREP) USMTF
message format. It isdesired to include the GRAPHREP message in the text portion of NITF files
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Attachment
(Change Request 96-022A)

5-15 TEXT CRITERIA

A. The system must at least read and display text files associated with the text format
code for standard ASCII (STA) and Message Text Format (MTF). Although the system must not
be adversely affected when attempting to interpret afile which contains text with other format
codes (e.g. OTH), it isnot required to read and display the text in the original intended form.

B. For text files formatted as STA:

1. The contents are composed of none other than the following STA characters: Line
Feed (10), Form Feed (12), Carriage Return (13), and space (32) through tilde (126).

2. All lines are separated by carriage return/line feed (CR/LF) pairs, where the first
character of the next line (if present) immediately follows the line feed character.

3. Text data is presented as a contiguous file, with each permitted STA character
immediately following the other.

4. Text data begins with the first, or left-most character of the text, followed by
subsequent characters, as read from left to right.

5. No field delimiters or special characters are used to designate the end of the text data.

6. If more than one text fileisincluded in the NITF file, the last character of the first fileis
followed by the first character of the next sub-header.

C. For text files formatted as M TF the implementation may optionally pass the text data
field content to an M TF capable application for further processing.

D. A system must be able to interpret afile containing 0-5 text filesfor CLEVELs 1 and 2,
and 0-32 text filesfor CLEVELSs 3-6. The maximum aggregate size of the text files must not
exceed 100K characters.

E. The system must preclude the generation of an NITF file containing text files that
exceed the maximum interpretation ranges for specific CLEVELs as stated above.

Table C-5, TXTEMT field (p C-10)
Move “(This value must be 0)” to previous line
Change “STA” to “STA or MTF’



